


Important safety information
Primary features
Fitting/Removing the wheels
Adjusting the handle position
Using the parking brake
Unfolding the chassis
Folding the chassisFolding the chassis
Folding the chassis with the seat unit fitted
Fitting/Removing the Pram body or seat unit
Adjusting the pram body back rest
Pram body ventilation hood
Lowering the pram body hood
Operating the rocking rails
Fitting the bumper barFitting the bumper bar
Adjusting the footrest
Fitting the apron
Adjusting the seat unit backrest
Prestige harness
Using the safety harness
Car seat options
Fitting/Removing the car seat to/from the chassisFitting/Removing the car seat to/from the chassis
Care and maintenance
Warranty
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To adjust the handle position; Stand in the pushing 
position, simultaneously press in the adjustment buttons 
located on the outside of each side of the chassis handle, 
rotate handle to one of the pre-set positions.

Fitting/Removing
the wheels

Press and hold wheel
release bar

To fit the wheels; Turn the chassis on its side; locate the 
black button which forms the centre of the wheel, Image 1 
and 2. Press the metal release bar attached to this button 
inwards as shown by the arrow in image 2 and hold, 
gently slide the wheel onto the axle as far as it will go, 
release the button, and pull the wheel away from the 
chassis until it clicks into position. Ensure the wheels are chassis until it clicks into position. Ensure the wheels are 
securely fitted before use by trying to pull them away from 
the chassis. To remove the wheels; Press the metal 
release bar, hold in position and pull the wheel away from 
the chassis.

To engage the parking brake; firmly press down 
the brake bar with your foot. Check that the brake 
is fully engaged before letting go of the handle. 
Avoid uphill or downhill parking. To release the 
brake, lift the brake bar up with your foot until the 
wheels move freely. 
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Remove any packing and place out of the reach of 
children. To unfold the chassis; apply the parking brake, 
pull the handle upwards and over following the direction 
of the arrows. Check that the chassis has fully locked into 
place.
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The Prestige can be folded with the seat unit facing 
either forwards or backwards. For both methods adjust 
the seat unit back rest into the lie-flat position, then 
follow the process outlined in the section titled ‘Folding 
the Chassis, Classic Chassis’ on page 11.

To remove the unit from the chassis; release the 
attachment devices on either side of the chassis by 
pushing the red triggers at the bottom of the attachment 
device until they stop and remain in position.  When both 
triggers have been released the pram body or seat unit 
can be lifted clear.





To increase the height of the seat unit footrest; 
pull the rest upwards. Locate the footrest support 
lever on the side of the footrest and pull it in the 
direction of the arrow as shown in image 2. To lower 
the footrest; rotate it downwards to the desired position. 

To recline the seat unit; locate the lever towards the 
top back of the seat unit. Lift the lever and hold in 
position whist repositioning the backrest to the pre-set 
positions. When the seat backrest is in the required 
position, release the lever and the seat will lock into 
position.

To fit the pram body or seat unit apron; Locate the 
poppers on the apron and press into the 
corresponding poppers on the pram body/seat unit.
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The  chassis is compatible with the Prestige matching 
car seat and Maxi Cosi Pebble/Cabrio Fix/Citi car seats. 
A car seat does not replace a cot or a bed. 

To fit the car seat to the chassis (adaptors required); 
Locate the correct adaptors (outlined above in ‘Car 
Seat Options’) into the car seat, check that these are 
locked into position. Once the adaptors are fitted to the 
car seat, locate the attachment bar on the base of the 
adaptors. Rest the attachment bar over the 
attachment device on the erected chassis and gently attachment device on the erected chassis and gently 
push down until the bar locks into position. Now tilt the 
unit until it is in the correct position and the rear 
attachment bar locks into the rear attachment device.



To remove the car seat from the chassis; Locate the 
red lever on the side of the chassis, push the lever 
forwards (away from the handle), repeat action on the 
other side. Standing in the pushing position tilt unit 
upward until the attachment bar is released from the 
attachment device; now slide the bar from the rear 
attachments and lift the unit clear of the chassis.attachments and lift the unit clear of the chassis.




